HHe—%
A Y5~ T AR
TE

R
T TTERE

Zokaj

Discovery

il

27—=LIITFDTYvTIL—R

7otyi—
oS

XEY—
5

KyhT—=UH—EZR

GPIO
STE/ BE

ERRERMF
RERESRMF
R/ RIFEESRMt
B R 7

B itE—&

EPCglobal UHF Class 1 Gen 2 /
ISO 1800-6C  #eHiL

BAENEREMS

952MHz-954MHz

EFE—HFBTNCE IR/ mono-static
LTS 4KR—b

30dBm

-80dBm

EPCglobal Low Level Reader Protocol (LLRP) 1.0.1 LBTH / #/4 aJ&E
RUImpinj Mach

Zero Configuration Networking (Multicast
DNS and DNS Service Discovery)

EPCglobal Reader Management 1.0.1,
SNMP v2 with MIB Il

Impinj RShell console

Impinj Web interface

Syslog

ImpinjitWeb ¥/ hEUAF. ELLIZF
HTTP,FTP. TFTPH—NLWEEY Y>> O—R

Intel IXP420(266MHz)

Linux

64 MB SDRAM / 64 MB Flash

14—1%Xvy~(10/100 Base-T)
V)7 JL(RS-232 Console)

DHCP, LLA, NTP, HTTP, Telnet, SSH, SNMP,

mDNS, DNS-SD

1>7vbh4 FORNTyR8

f@324mm x B17229mm x mE57mm./ 2.7kgs

-20°C~-55°C (BTN L)

-20°C~-85°C (ETEE|ED L)

5%~95% (HEEEDZL)

IP54

Low Power High Power High Power
with LBT with LBT without LBT
Frequency Band 952-955 MHz 952-954 MHz 952.4 and 953.6 MHz
Channel number 14 9 2
Channel bandwidth 200 kHz 200 kHz and 600 kHz for | 200 kHz and 600 kHz for
high speed com. high speed com.

Max. Reader Power 10 mW TW 1w
Max. Antenna Gain 3 dBi 6 dBi 6 dBi
Max. Radiated Power | 20 mWeirp (13 dBm eirp) | 4 Weirp (36 dBm eirp) 4 Weirp (36 dBm eirp)
Carrier sense level -64dBm -74 dBm NA
Carrier sense time 10 ms 5ms NA
Transmission time 1 s max. 4 s max. NA
Halt time 100 ms min. 50 ms min. NA
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